ET-2ZLN

/

DV Battery Charger

With car—charging function,
o [nput100v=2400 50060HZ 100ma Max
o Output: 8.4V

III/"

@ Two-channel simul tanecns charger

Li-ion/Ni-MHNi-CI} batteries,

# With camera [T power sopply, which can work

@ Technical Specifications

47 --RaHz

tutput: Charge: 16 8Y 2. 04
[: 15% 1. Ak

Toprnt s ACED - 240

Hmensions: 227 = 1500 9%nm

Wedght : 210Mg

# Four—channel simultanecus charge

simultaneously with charge Tunotion

Camera Power Supply

For KNP type

-

P1A

~

r for NP

tvpe Li-ionNi-MHNI-CD batteries,

e With camera U power supply, which can

work simultanecnsly with charge function,

# Technical Specifications
[nput:  ACHO 240V 47 8iHz
Dutput: Charge: 16.8Y 254

[N Y 4. GW
Dimensions: 228 245 ¥ Slnn

Weight s 27004

@ Li-ion battery
Mount, ¥ Loek, PE Li-ion battery

@ Technical Specifications
Input s ACTO0-— 2404 17 —63Hz

(utput: Charge 16, Y 2,04

Dimensions: T20w) =35 (H) X 12500) mm

Werght: 300g

Operation Temperature: 07 40707

travel charger, for

Mount Series

ET-Fa50 @ For SONY FaaO/F70/FTR0/F770/ P60,/ FaTo/Fa30 hattery
ET-FM50 @ For SONY FYMA0CGMT 1/ONT LD ONS LGNS0 battars

ET-D08s @ For Panasonic DOSS/ D165/ DEAS DI20/00H0R D220/ DE20,/DE5
ET-w408 ® For VO V408U L0 VAZRUA VA TR

ET-BFE30 @ For Canon BPOR0/BFPMEEFRS

*

o Single channel. Sopplies power to the professional video camera.
features a number of ||r'|'"||"'|"1'|'l'|' functions on I‘5-|||"|'|'| circult,
overload and overvoltage,

@ Technical Specitications

17 ~—-63Hz
Dutput: DE O 12¥ HOR
Dimensions: T2(W) # 36 (H) = 125{D) mn

Input: ACHO--240%

Beight: O 54kg

Forking temperature: 0T ~-4077

K-A

Compatible with professional cameras to wse Gold Mount
battery pack.

Frovide an input port for power supply of hattery and

onboard Light.

k-5
Compatible with professional cameras to use Y-look battery
pack.
Provide an input port for power supply of battery and

omboard Light.,

It



